Abstract
5 system (i.e. continuous pre-denitrification SMBR system). In this study, N removal via 69 NO 2 -was completely achieved in the continuous pre-denitrification SMBR by 70 controlling the influent ammonium concentration and the dissolved oxygen 71 concentration in the nitrification tank. Thus, the authors report the operational 72 conditions to attain the N removal via NO 2 -and also its aeration saving effect . 1  2  3  4  5  6  7  8  9  10  11  12  13  14  15  16  17  18  19  20  21  22  23  24  25  26  27  28  29  30  31  32  33  34  35  36  37  38  39  40  41  42  43  44  45  46  47  48  49  50  51  52  53  54  55  56  57  58  59  60  61  62  63  64  65   7 8.00-12.7 g/L respectively to meet the operating requirements as shown below. The 1  2  3  4  5  6  7  8  9  10  11  12  13  14  15  16  17  18  19  20  21  22  23  24  25  26  27  28  29  30  31  32  33  34  35  36  37  38  39  40  41  42  43  44  45  46  47  48  49  50  51  52  53  54  55  56  57  58  59  60  61  62  63  64 1  2  3  4  5  6  7  8  9  10  11  12  13  14  15  16  17  18  19  20  21  22  23  24  25  26  27  28  29  30  31  32  33  34  35  36  37  38  39  40  41  42  43  44  45  46  47  48  49  50  51  52  53  54  55  56  57  58  59  60  61  62  63  64 1  2  3  4  5  6  7  8  9  10  11  12  13  14  15  16  17  18  19  20  21  22  23  24  25  26  27  28  29  30  31  32  33  34  35  36  37  38  39  40  41  42  43  44  45  46  47  48  49  50  51  52  53  54  55  56  57  58  59  60  61  62  63  64 were increased to 161 mg N/L, while ⊿OUR remained at almost 5 mg/h g-MLSS.
261
Although ⊿OUR then increased to around at 9 mg/h g-MLSS on days 188 and 194, 
Here, T is temperature (ºC), K a and K w are ionization constants of ammonia and water, 273 respectively.
274
They also reported that AOB and NOB respectively were inhibited at >10-150 mg/L and 275 >0.1-1.0 mg/L of FA [33] . In our SMBR experimental setup, the recycling rate from the 276 nitrification tank to the pre-denitrification tank was kept at three times the effluent flow. 1  2  3  4  5  6  7  8  9  10  11  12  13  14  15  16  17  18  19  20  21  22  23  24  25  26  27  28  29  30  31  32  33  34  35  36  37  38  39  40  41  42  43  44  45  46  47  48  49  50  51  52  53  54  55  56  57  58  59  60  61  62  63  64 1  2  3  4  5  6  7  8  9  10  11  12  13  14  15  16  17  18  19  20  21  22  23  24  25  26  27  28  29  30  31  32  33  34  35  36  37  38  39  40  41  42  43  44  45  46  47  48  49  50  51  52  53  54  55  56  57  58  59  60  61  62  63  64 4  5  6  7  8  9  10  11  12  13  14  15  16  17  18  19  20  21  22  23  24  25  26  27  28  29  30  31  32  33  34  35  36  37  38  39  40  41  42  43  44  45  46  47  48  49  50  51  52  53  54  55  56  57  58  59  60  61  62  63  64 tank. The differences between OURs using NH 4 Cl and NaNO 2 were shown as ⊿OUR.
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